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Herstellererklärung 
 

im Sinne der EG-Maschinenrichtlinie 98/37/EG  Anhang II B zur 
Angleichung der Rechtsvorschriften der Mitgliedstaaten für Maschinen. 

 
 

 
Hiermit erklärt der Hersteller „ZIMM Maschinenelemente GmbH + Co“, dass alle von ZIMM 
gelieferten Spindelhubgetriebe der Ausführungen SHZ, MSZ oder Z, 
 
        Baugröße (Hubkraft) 

Ø   02 (500 N) 
Ø     5 (    5 kN) 
Ø   10 (  10 kN) 
Ø   25 (  25 kN) 
Ø   35 (  35 kN) 
Ø   50 (  50 kN) 
Ø 100 (100 kN) 
Ø 150 (150 kN) 
Ø 250 (250 kN) 
Ø 350 (350 kN) 
Ø 500 (500 kN) 
Ø 650 (650 kN) 
Ø 750 (750 kN) 
Ø 1000 (1000 kN) 

 
inklusive der Anbauteile gemäß des zum Lieferzeitpunkt gültigen ZIMM-
Konstrukteurskataloges 

 
 

1.) kein Sicherheitsbauteil für Maschinen sind, 
 
2.) nur zum Zwecke des Einbaus in eine Maschine oder zum Zwecke des Zusammenfügens mit 

anderen Maschinen oder Maschinenteilen in Verkehr gebracht werden und 
 
3.) dass deren Inbetriebnahme so lange untersagt ist, bis eine Übereinstimmungserklärung für die 

gesamte Maschine gemäß der Maschinen-Sicherheitsverordnung – MSV, BGBl. Nr. 306/1994, 
und damit gemäß der durch sie umgesetzten Maschinenrichtlinie 98/37/EG Anhang II B in der 
geltenden Fassung vorliegt. 

 
 
 

Beilage: Betriebs- und Montageanleitung 
 
 
 
 

Millennium Park 3 
A-6890 Lustenau, den 01.08.2008 Zoran Nikolic, Verkaufsleiter 
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Declaration by the manufacturer 
 

as defined by machinery directive 
98/37/EG  Annex II B. 

 
 
 
 
Herewith the producer „ZIMM Maschinenelemente GmbH + Co“ declare that all screw jacks 
supplied of ZIMM in version SHZ, MSZ or Z, 
 

    construction size (lifting capacity): 
Ø   02 (500 N) 
Ø     5 (    5 kN) 
Ø   10 (  10 kN) 
Ø   25 (  25 kN) 
Ø   35 (  35 kN) 
Ø   50 (  50 kN) 
Ø 100 (100 kN) 
Ø 150 (150 kN) 
Ø 250 (250 kN) 
Ø 350 (350 kN) 
Ø 500 (500 kN) 
Ø 650 (650 kN) 
Ø 750 (750 kN) 
Ø 1000 (1000 kN) 

 
inclusive accessories and components according to the ZIMM Engineering Catalog which is 
valid in time of the delivery, 
 
1.) are no safety elements for machines, 
 
2.) are intended to be incorporated into machinery or assembled with other machinery to consti-

tute machinery covered by this directive 
 
3.) and must not be put into service until the machinery into which it is to be incorporated has 

been declared in conformity with the provisions of the directive as amended by 98 /37/EG     
Annex II B. 

 
 
 
Enclosures: Operation and Maintenance Guide 
 
 
 
 
Millennium Park 3, 
A-6890 Lustenau, 01.08.2008 Zoran Nikolic, Sales Manager 
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